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Disclosure to Promote the Right To Information 

Whereas the Parliament of India has set out to provide a practical regime of right to 
information for citizens to secure access to information under the control of public authorities, 
in order to promote transparency and accountability in the working of every public authority, 
and whereas the attached publication of the Bureau of Indian Standards is of particular interest 
to the public, particularly disadvantaged communities and those engaged in the pursuit of 
education and knowledge, the attached public safety standard is made available to promote the 
timely dissemination of this information in an accurate manner to the public. 
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FOREWORD 

This Indian Standard was adopted by the Bureau of Indian Standards on 24 May 1989, after the 
draft finalized by the Pest Control Sectional Committee had been approved by the Food and 
Agriculture Division Council. 

Pendimethalin granules are generally manufactured to contain 5*0 percent (m/m ) of pendimethalin 
and are used as herbicides. 

In the preparation of this standard, due considerations has been given to the provisions of the 
Insecticides Act, 1968 and the Kules framed thereunder. However, this standard is subject to the 
restrictions imposed under these, wherever applicable. 

For the purpose of deciding whether a particular requirement of this standard is complied with, 
the final value, observed or calculated, expressing the result of a test or analysis, shall be rounded 
off in accordance with IS 2 : 1960 'Rules for rounding off numerical values ( revised )\ The number 
of significant places retained in the rounded off value should be the same as that of the specified 
value in this standard. 
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1 SCOPE 

This standard prescribes the requirements and 
the methods of sampling and test for pendi- 
methalin granules. 
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Title 

Methods of test for pesti- 
cides and their formula- 
tions (first revision ) 

Requirements for packing 
of pesticides: Part 1 Solid 
pesticides ( second revi- 
sion ) 

Blank granule 

Methods for sampling of 

pesticidal formulations 

Pesticides — pendimethalin, 
technical — specification 



3 REQUIREMENTS 

3*1 Constituents 

The material shall consist of pendimethalin, 
technical as the only active ingredient impregna- 
ted on suitable carrier(s) together with binder(s), 
stabilizer(s) and/or other formulants. 

3.1.1 Pendimethalin, technical employed in the 
formulation of this material shall conform to 
IS 12685 : 1989. 

3.1.2 The blank granules used in the formula- 
tion of this product shall be of china clay con- 
forming to IS 9666 ; 1980. 

3.2 Physical 

3.2.1 Description 

The material shall consist of dry, free flowing 
granules, free from visible extraneous matter 
and dust except for the amount specified ( see 

3.2.3 ). It may contain added colouring matter. 

3.2.2 Sieving Requirements 

Not less than 97 percent by mass of the product 
shall pass through a test sieve having a mesh 
size of the upper declared limit and not more 
than 5 percent by mass of the product shall pass 
through test sieve having a mesh size of lower 
declared limit when determined by the method 
described in 12.1 of IS 6940 : 1982. 

3.2.2.1 The ratio of lower to upper limit of the 
sieve sizes given under 3.2.2 shall not exceed 
1 :3. 



3.2.3 Dust 

When determined by the method described in 
12.1 of IS 6940 : 1982, not more than 10 per- 
cent by mass of the product shall pass through 
75 micron IS Sieve. The material retained on 
the sieve shall comply with the requirement of 

3.2.4 Moisture Content 

When determined by the method prescribed in 
4 of IS 6940 : 1982, the moisture content of the 
material shall not exceed 4*0 percent by mass. 

3.3 Chemical 

3*3.1 Pendimethalin Content 

When determined by the method prescribed in 
Annex A of IS 12685 : 1989, or the observed 
active ingredient content, percent (m/m), of 
any of the samples shall not differ from the 
nominal value by more than the percent tole- 
rance applied to the declared nominal value as 
follows: 



Nominal Value, Percent 
Up to 9 

Above 9 and below 50 
50 and above 



Tolerance, Percent 

+ 101 
- 51 



± 
+ 



5^ 
5| 
3J 



of the 

nominal 

value 



3.3.1.1 The actual value of the pendimethalin 
content in the formulations shall be calculated 
to the second decimal place for rounding off to 
the first decimal place before applying the 
tolerances given in 3.3.1. 

3*3.1.2 The average content of all the samples 
taken shall not be lower than the declared 
nominal content. 

3.3.2 Acidity/Alkalinity 

When tested by the method prescribed in 13.5.4 
of IS 6940 : 1982, the acidity ( as H2SO4 ), or 
the alkalinity ( as NaOH ), of the material shall 
be not more than 0'5 percent by mass. 

NOTE — 0*02 N standard sulphuric acid or 002 N 
standard sodium hydroxide shall be used for deter- 
mination of acidity or alkalinity. 

4 PACKING 

The material shall be packed in mild steel con- 
tainers, suitably and properly lacquered or lined 
with LDPE liner of thickness not less than 
0*062 mm. For individual packs up to 5 kg, 
polyethylene bags of thickness not less than 
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0*062 mm inserted in suitable cardboard cartons g) A cautionary notice worded as in the 

which are further packed in corrugated boxes Insecticides Act, 1968 and Rules. 

shall be used. In addition, the material shall 

comply with the general packing requirements 6 SAMPLING 

as given in IS 8190 ( Part 1 ) : 1988. Representative samples of the material shall be 

5 MASKING drawn as prescribed in IS 10627 : 1983. 

The containers shall bear legibly and indelibly 7 TESTS 

the following information as is necessary under 

the Insecticides Act, 1968 and Rules : 7,1 jests shall be carried out by the appropriate 

a) Name of the material and particle size ^^ ods referred t0 in 32A > t0 3 ' 2 ' 4 ' 3 ' 31 and 
( see 3.2.2 ); ^^ 

b) Name of the manufacturer; 7,2 Quality of Reagents 

c) Date of manufacture; 

. , u Unless specified otherwise, pure chemicals and 

d) Batch number; distilled water shall be employed in tests. 

e) Net mass of the contents; 

„v „ . , 1. 1 ,. ^ j. NOTE — 'Pure chemicals' shall mean chemicals 

f ) Nominal pendrmethalm content, percent that do not contain impurities which affect the 
( m/m ); and results of analysis. 



Standard Mark 

The use of the Standard Mark is governed by the provisions of the Bureau of Indian 
Standards Act, 1986 and the Rules and Regulations made thereunder. The Standard Mark on 
products covered by an Indian Standard conveys the assurance that they have been produced 
to comply with the requirements of that standard under a weii defined system of inspection, 
testing and quality control which is devised and supervised by BIS and operated by the pro- 
ducer* Standard marked products are also continuously checked by BIS for conformity to 
that standard as a further safeguard. Details of conditions under which a licence for the use 
of the Standard Mark may be granted to manufacturers or producers may be obtained from 
the Bureau of Indian Standards. 



Bureau of Indian Standards 

BIS is a statutory institution established under the Bureau of Indian Standards Act, 1986 to 
promote harmonious development of the activities of standardization, marking and quality 
certification of goods and attending to connected matters in the country. 

Copyright 

BIS has the copyright of all its publications. No part of these publications may be reproduced in 
any form without the prior permission in writing of BIS. This does not preclude the free use, in 
the course of implementing the standard, of necessary details, such as symbols and sizes, type or 
grade designations. Enquiries relating to copyright be addressed to the Director ( Publications ), BIS. 

Revision of Indian Standards 

Indian Standards are reviewed periodically and revised, when necessary and amendments, if any, 
are issued from time to time. Users of Indian Standards should ascertain that they are in possession 
of the latest amendments or edition. Comments on this Indian Standard may be sent to BIS 
giving the following reference: 

Doc : No. AFCDC ( 3073 ) 
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AMENDMENT NO. 1 APRIL 1996 

TO 

IS 12702:1989 PESTICIDES — PENDIMETHALIN 

GRANULES —SPECIFICATION 

( Page 2, clause 6 ) — Substitute the following for the existing: 

'6 SAMPLING 

When bulk manufactured material is offered for inspection, representative 
samples of the material shall be drawn and tested as prescribed in IS 10627 : 
1983 within 90 days of its manufacture. The criteria for conformity shall be as 
given in IS 10627 : 1983. When the material is offered after 90 days of its 
manufacture, sampling shall be done as prescribed in IS 10627 : 1983. However, 
the criteria for conform iry of the material shall be the limits of tolerances given 
under 3.3.1 of the standard/ 

(FAD1) 
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